Sound Calibrator

N C-74

Compact and lightweight unit requires
no atmospheric pressure compensation
Compliant with IEC 60942: 2003 class 1 and JIS C1515: 2004 class 1
Allows calibration of 1-inch and 1/2-inch microphones
No need for atmospheric pressure compensation
Frequency 1 kHz, SPL 94 dB

How to use

Atmospheric pressure compensation principle

Carefully insert the microphone all the way into the coupler
of the NC-74. Then simply turn the power on to apply a
constant sound pressure level to the diaphragm of the
microphone.

The NC-74 incorporates a sensor that detects atmospheric
pressure. Based on the information provided by the sensor,
the CPU controls the signal amplitude. This allows the
unit to always provide the correct output for achieving
constant sound pressure level, regardless of fluctuations
in atmospheric pressure.

CPU

Usage example (NL series)

The performance of the NC-74 is suitable for calibration of
high-precision sound level meters.
The unit is compact, lightweight, and easy to use. Two IEC
LR6 (size AA) alkaline batteries will power the unit for more
than 30 hours of continuous use at room temperature.

Using the 1/2-inch adapter

To allow calibration of sound
level meter microphones with
1 inch diameter, the 1/2-inch
microphone adapter can be
removed. 1/2-inch microphones
are calibrated with the adapter
in place.

1kHz

Atmospheric
pressure
sensor

Coupler
Speaker

Suitable microphones

IEC 60942:2003 class 1
JIS C1515:2004 class 1
1-inch microphones IEC 61094-1 Type LS1P
UC-27
UC-25
UC-34
1/2-inch microphones

Nominal sound pressure level
Sound pressure level tolerance
Nominal frequency
Frequency tolerance
Power requirements
Dimensions, mass
Supplied accessories

IEC 61094-1 Type LS2aP
UC-59
UC-57
UC-52
UC-26
UC-30
UC-31
UC-33P

94 dB
±0.3 dB
1 kHz
±1.0 % or less
IEC LR6 (size AA) alkaline battery × 2
Approx. 49 (H) × 80 (W) × 74 (D) mm
Approx. 200 g (including batteries)
Case × 1
IEC LR6 (size AA) alkaline battery × 2
1/2-inch microphone adapter NC74S10 × 1

RION Co., Ltd. is recognized by the JCSS which uses ISO/IEC 17025 (JIS Q 17025) as an accreditation standard and bases its
accreditation scheme on ISO/IEC 17011. JCSS is operated by the accreditation body (IA Japan) which is a signatory to the Asia
Pacific Laboratory Accreditation Cooperation (APLAC) as well as the International Laboratory Accreditation Cooperation (ILAC).
The Quality & Environmental Management system Center of RION Co., Ltd. is an international MRA compliant JCSS operator
with the accreditation number JCSS 0197.
＊ Specifications

Microphone

Specifications
Applicable standards

1/2-inch
microphone
adapter
NC74S10

Amplifier

ISO 14001 RION CO., LTD.
ISO 9 0 0 1 RION CO., LTD.

subject to change without notice.

Distributed by:

http://rion-sv.com/

This product is environment-friendly. It does not include toxic chemicals on our policy.
This leaflet is printed with environmentally friendly UV ink on recycled paper.
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